NOTE:

THIS TREE GUARD IS SUITABLE FOR
TREE SIZES LESS THAN OR EQUAL
TO 45 LITRE ONLY

7008 MIN

STAKES TO BE INSTALLED
CLEAR OF ROOT BALL AT
EQUAL SPACING

GUARD TO COMPRISE OF TWO
HALVES FIXED TO HARDWOOD
TIMBER STAKES OR STEEL PICKETS.

1400 MIN

LESS THAN 100
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PROPRIETARY
GALVANISED WIRE

TREE GUARD. PAINTED
WITH TWO COATS OF

ek

GREON (BLACK)

TREE TO BE CENTERED IN
PIT AND TREE GUARD

1800 MAX

POSITION 2 STAKES INSIDE
GUARD AND FIX WITH WITH
GALVANISED TIE WIRE. STAKES

SHALL BE CLASS 2 HARDWOOD
50x50x1800 SHARPENED AT ONE
END. CHECK FOR UTILITIES
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JINDICATIVE [
27 |ROOTBALL "

ELEVATION
SCALE 1:20

PRIOR TO DRIVING STAKES

TREE PLANTING
REFER TO STANDARD
DRAWING A3001

TREE GUARD - LIGHT GAUGE WIRE LOOP TOP

1200 HIGH BLACK
WIND BRAK SHADE CLOTH
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WIND BREAK SHADE CLOTH

SCALE 1:20
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0 PRELIMINARY 18.11.14 T.A.
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