NOTE: ‘

TREE PLANTING DETAILS IN PARKING
LANES IS SUITABLE FOR ROADS WITH
LONGITUDINAL GRADES LESS THAN 8%
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L DENOTES THE ARRANGEMENT

OF SUBSOIL DRAINAGE. REFER
TO STANDARD DRAWING A2003
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INDICATIVE
WHEEL

COURSE GRADE MULCH TO AS44L54
TO A MAXIMUM DEPTH OF 75mm.
ENSURE MULCH NOT MOUNTED

—PLACE TREE CENTRALLY IN PIT

AGAINST TREE TRUNK

MULCHED WATERING SOIL BERM AT
SURFACE AT EDGE OF THE ROOTBALL

3mm JOINT SPACING TYPICAL
INDICATIVE WHEEL

PERMEABLE PAVING UNITS AS SPECIFIED.
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CHECK THAT GUTTER
FLOWS ARE NOT
IMPEDED BY

TOP OF MULCH TO BE LEVEL WITH \
SURROUNDING SOIL SURFACE. \
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MULCHED WATERING SOIL BERM AT
SURFACE AT EDGE OF THE ROOTBALL
100 HIGH x 100 WIDE TYPICAL

‘A" MIX TYPE SOIL IN ACCORDANCE WITH THE
MATERIAL SPECIFICATION PROVIDED IN THE NCC
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REFER TO STANDARD
DRAWING A2003

1. LOCATE SERVICES.

2. PROVIDE GAP GRADED SOIL AND SOIL TYPE ‘A" MIX IN ACCORDANCE WITH
NCC URBAN FOREST TECHNICAL MANUAL.

3. EXCAVATE TRENCH TO 760mm DEPTH.

L. INSTALL SUB SOIL LINES

5. MANAGE AND INSTALL GAP GRADED SOIL IN ACCORDANCE WITH
MANUFACTURERS SPECIFICATION. PLACE THE GAP GRADED SOIL TO THE DESIGN
LEVEL FOR THE ENTIRE LENGTH OF THE TREE PIT.

6. INSTALL KERB AND GUTTER .

7. EXCAVATE GAP GRADED SOIL FROM PLANTING AREA AND INSTALL CONCRETE
EDGE SUPPORTED ON GAP GRADED SOIL. -o-

8. INSTALL 150mm Of GMB 20 SPECIFIED IN COUNCILS URBAN FOREST TECHNICAL
MANUAL OVER THE GAP GRADED SOIL UNDER PAVED AREAS. ENSURE 100%
COMPACTION IS ACHIEVED.

9. INSTALL 30mm OF NO FINES BEDDING MATERIAL OVER GMB20 AND INSTALL
PAVERS.

10. INSTALL THE TREE AND BACKFILL PIT WITH ‘A" MIX AS PER POINTS 12, 13
AND 14 BELOW. DO NOT COVER THE ROOTBALL WITH ANY SOIL.

1. BACKFILL AROUND THE TREE WITH 300mm OF ‘A" MIX AS SPECIFIED. WET THE
MATERIAL DURING PROGRESSIVE PLACEMENT OF THIS 300mm LAYER BEING
CAREFUL NOT TO COMPLETELY SATURATE THE SOIL TO AVOID SEPARATION OF
COMPONENTS. THE SOIL WILL SLUMP NATURALLY.

12. DO NOT ARTIFICIALLY OR MECHANICALLY COMPACT THE 'A’" MIX SOIL.

13. INSTALL THE ADDITIONAL 300mm OF THE ‘A" MIX IN THE PIT TO LEVEL WITH
TOP OF ROOTBALL. WET THE MATERIAL DURING PROGRESSIVE PLACEMENT OF
THIS LAYER BEING CAREFUL NOT TO COMPLETELY SATURATE THE SOIL.

14. PLACE SLOW RELEASE FERTILISER AS SPECIFIED SUITABLE FOR TREES
ACROSS THE SURFACE OF THE SOIL.

15. TAKING CARE TO KEEP MULCH DIRECTLY OFF THE TREE TRUNK, ADD A

REFER TO STANDARD oMB20
DRAWING A2003 MAXIMUM 75mm OF COARSE MULCH UNDER THE GRATE THAT MEETS COUNCILS
REQUIREMENTS FOR COARSE MULCH AND AS4454 REQUIREMENTS.
SECTION C 16. FOR POOR DRAINING SUBGRADES CONSIDER 100mm BEDDING LAYER OF 20mm
SCALE 1:20 AGGREGATE.
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